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Read data from the binary fileRead data from the binary file
1    Data format:

eventSize
eventNumb



2 B t2    Byte swap:



3    Unsigned integer:   (4 byte), in Fortran, no such data type, the last bit(15) 
is sign bits .

We solved these problems by use the ishiftc, ibits and mvbits intrinsic 
functions in Visual Fortran 6.5.

But we also find  they have different definition in gfortran (gcc) and 
Visual Fortran, especially for open . ?



Raw data ASCII FormatEvent Num Raw data
Time channel  1‐512

ASCII Format
Pad Num

P d N b 1 79Pad Number 1‐79 Background
spectrum



from WANG HUI
Event  data

After background subtracted, we can see the event data, here we only 
show the time scale 220 ‐280 channel.
Then we will look for  the maximum value of each pad  in time channel, 
and get  such figures.



Bragg  Curve

They are  good Events we defined

We call this maximum value as Qi



They are  bad Events we defined, and  it  also include some events have 
one and two pad triggeredone and two pad triggered.



CHI2 Definition
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We only use last three or four point for calculation .
Because other point have a very lower energy loss,
So these data point have much large fluctuation



Theoretical calculation stopping power
de/dx curve

St i l l ti b SRIM

de/dx curve

Stopping power calculation by SRIM
In Ar(90%) and Isobutene(C4H10,10%) 
gas.

Analytical formula be used in our 
analysis program.

Ar :   Density= Gas pressure*40*90%/22400y p /

C4H10 :  Density= Gas pressure*40*10%/22400



Energy loss in Dx=0.5 cm step (pad size)
Total Energy be verified from 5 MeV to 9 MeV

Theoretical Bragg curve

We call this value as Ti
Here, We think about the 1.0 cm distance 
between Alpha source and Collimatorp

Then 0.5 cm Pad size and 0.1 cm Gap 
between Pad

We Compare these Theoretical Value with Exp data by pad num



Energy ‐ Range Curve  calculation
by our programby our program

228Th 5 520 (100%) 5 789(100%) 6 208(36%) 6 404(100%) 6 906(100%) d 8 955(64%)

Alpha standard source

228Th:    5.520 (100%), 5.789(100%),6.208(36%),6.404(100%),6.906(100%), and 8.955(64%)  

241Am:   5.389(1.3%), 5.443(12.8%), 5.486(85.2%) 5.513(0.12%), 5.545(0.35%)



C ith th E d t ( ft li d)Compare with the  Exp data(after normalized)



So you will see  if we calculate other tail point,
the CHI2 will be a more large valuethe CHI2 will be a more large value



CHI2 Distribution

CHI2—minimum

Energy loss in pad

We  search for minimum CHI2 value for possible Alpha Energy

Energy loss in pad



Good Event Selection
Total trigged pad num >= 3
Brag peak pad >= 5
Pad(max)> 900

Low gas 
Pad(max)>= 900
Pad(max+3)=0
CHi2<200

Pressure

Total ～24% be selectedTotal    24%  be selected
About ～87%  good event selected

RUN 40
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Charge to Energy Transform
RUN40： 228Th Alpha source

Sharp peak ?

still not solve 
this problems

REF



First Peak Second Peak

Sigma=50.85 Sigma=37.09

So FMHW  ～70  ‐ 150 keV



~ 77% be selectedRUN47： 241Am Alpha Source

RUN 47



Energy‐Charge spectrum

Energy‐CHI2  spectrum



Sigma=20.535

So FWHM ～ 50 keV




