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NOTE:
MACHINE SURFACES A & B AFTER WELDING.  SEE DWG. 
# 7-DGG-17A-1A-D FOR HOLE PATTERN IN SURFACE B.

REVISIONS

REV. DESCRIPTION MD WO # DATE BY

E
REDRAWN IN SolidWorks - SHEET 1.

ADDED FOUR THREADED HOLES TO ONE OF THE 
TWO EXISTING WELDMENTS - SHEET 2 (ADDED).

W04047-002 5/16/2016 PMG

ITEM 
NO. PART NUMBER DESCRIPTION MATERIAL  QTY. 

1 7dgg17a_001a BASE PLATE 6061 Alloy 1

2 7dgg17a_001b END BAR - 2" x 2" x 1/8" WALL 
x 24" LG. TUBE 6061 Alloy 2

3 7dgg17a_001c CROSS BAR - 1" x 2" x 1/8" 
WALL x 39.50" LG. TUBE 6061 Alloy 2

4 7dgg17a_001d MOUNTING PAD - .62 THK x 2 
x 12.00" 6061 Alloy 2
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 43.500 

 18.875±.010  5.75 

 3.00 

 18.00 

4X  .266 THRU ALL
TAP FOR 1/4-20 HELICOIL
INSERT = 1.5 * DIA.

E

 3.000 

 24.750 

NOTE:
WITH THE EXCEPTION OF THE FOUR TAPPED HOLES CALLED OUT ON 
THIS SHEET, THE CONFIGURATION OF THE WELDMENT SHOWN HERE IS 
IDENTICAL TO THAT SHOWN ON SHEET 1.  THESE FOUR HOLES WERE 
ADDED TO ACCOMMODATE THE ASSEMBLY AND INSTALLATION OF 
N3010217-MDE-0001-0000 (Proton Detector Top Assembly).
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